
B DING 2045

Bm~’,~Z~ 2045 (formerly 3~) is a long m~.onry shop bm’Iding, built in 1934 as 
~,,I.~ It h~ a hay loft at both ends over the saddlc tooms. It~’~tlyhada

cat walk tl~ length of the ~c spa~ and a o-,,,~nous ,,,a~ r along the
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BUILDING 2045

CONDITION SURVEY

SHOP

L Sheet metal at eaves is soiled and stained.

2. T 1-11 infiH panels are not appropriate to charaeter Of building.

3. Moss is present on chimney. Flashln~, may not be adequate.

4. Some rust is present on metal sashes.

5. Roof ventilators are starting to rust.

6. Doors are weathered, especially on south side, due to ineffective l~int coverage.

7. Masonry is cracking at building extension near juncti~ with roof.

8. Rust is present on structural steel.

9. Moss is present at base of building.

10. Parking bumpers have been aam~

11. Threshold at loft door is rusting.

12. Downspont straps and bcots are ru~n~

13. Drop siding is weathered, e~y ~ bottom.



SIONAGE
DRALNAGE & GRADING
LIGHTING
PLANIlNO

CONCREi~ WALL
CONCR~I~ PIERS
SKIRTING

WALL~
WOOD SIDING
CONCR~I~
STUCCO
CONCR~I P/STONE FACE
MASONRY
PAINT
WOOD TRIM
~)-.~ ~ CO~S
METAI.TRIM
ASBF.sros SIDING

CO~ON
BUILT-UP
METAL
TILE
FLASHING

BF.I .T_ TOWER
CLERESTORY

- Ai-llC VENTS
OUrl~
SCUPPER BOXES
DOWNSPOU’I"S
MISC. PEN~I KA’rIONS

WOOD PAb,~L
FLUSH WOOD
FLUSH METAL
GLASS LIGHTS
HARDWARE
~M
WOOD OVERHEAD
METAL OVERHF_AD

WOOD DOUB~ ~L"NG
WOOD CASEMENT
GLASS BLOCK
VINYL
WOOD V~’T/HOPPER
WOOD DECORATIVE
WOOD FIX~
METAL ~T
METAL AWN~_NG/HOPPER
M~IAL D~X)RATIVE
sc~ ~,~S/BAP.S

ROOFED
ENCLOSED
CONCRigr~ :~’i P.,PS
WOOD ~lr_~S
GRA.Nt 1~ ~[bPS
BRICK PORCH & Si~S
M~-rAL R/d~N G
WOOD RAILING
COLUMNS
ROOF BALUSTRADE

~]RKERC_t~ES
METAL

MASONRY
METAL

@
@

@

O O

@ O

I ®

@ 0 A

T T -.g-
w L

@ @A~

O

A @

0

I



BUILDING 2045

MAINTENANCE AND REPAIR NOTES

SHOP BUILDING

.

2.

SHEET METAL EAVES
a. Clean with detergent solution, rinse and dry.
b. Sand to remo~ ~llrust. P~ue ~mm~i~.teIy.

T 1-II PANELS
a. As budget permits, replace with horizontal siding characteristic of the period.
b. Since plywood siding may not last as long as horizontal s~d~ng~ it’s evcntuaI replacement

must be budgeted for.

3. CHIMNEY
a. Clean to remove soil and moss.
b. Rcpoint if mortar is soft.
c. Install new copper flashing if existing is not directing water away from buildiag elements.

4. RUSTING SASHES

a. Remove aR rust wifla wire br~h, san,~-g mtd steel wool
b. Protect glass.
c. Prime immed~tety.
d. Replace loose, mi~ing or cracked ~ing puny.
e. Pahzt with oil based se~-gios,s paint.
f. Oil hardware.

5. RUSTING VENTILATORS
a. Sand to remove all rusL
b. Prime and p~nt.

6. WEATHERED DOORS
a. Scrape and sand to remove loose paint. Sand smooth.
b. Caulk all cmck~
c. Prime and paint.

7. MASONRY CRACK
a. Consult structm~ engineer to determine cause of sd~mic crack.
b. Remedy cause.
c_ Rebuild clam~d masonry area, with mortar to match cxistin~g color.
d. l~agh junction with extension watertight.

8. RUST ON STEEL

a. Sand to reanovc all rust.
b. Prime imme, d~tely with rust inh~ primer.
c. Paint
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10.

11.

12.

13.

BUILDING 2045
MAINTENANCE & REPAIR
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MOSS AT FOUNDATION
& Remove with spatula and bristle brush.

Spray ~ garden hose.

DAMAGED PARKING BUMPERS
a. Remove loose
b. Wet or prime in accord~-ce with pat~-h;-~ compound manufacturer’s recommendations.
c. !.~ pa~,~h~,,~ compound and trov~l to match b~per configuration.

LOFT THRESHOLD

Remove all rust ~h wire brush.
b. Prime immediately with rust i,~h~ primer.

DOWNSPOUT BOOTS RUSTING
Remove all rust from both sides with wire br~L~h.

b. P~;,-e h~med;~ely with rust i~h~’hkive primer.
p~nt all sides.

WEATHERED SIDING

a. Remove soll and mcs~
b. Scrape and sand to remove loose paint.
c. Prime and painu


